
Grey

Product Classification:

Product Description: 
This specification is provided by Hengtong as the technical part of contract, 

the design, quotation, manufacture & test of cables are based on this 

specification. The technical details of installation and operation are provided 

for customer information.

Product Type: Twisted Pair Patch Cord

Dimensions:
Cord Length: 1m, 2m, 3m, 5m

Electrical Specifications:
ANSI/TIA Category 6A 

Environmental Specifications:
Operating Temperature -20°C to + 60°C (-4°F to + 140°F)

RoHS  2011/65/EU: Compliant

Jacket Colour: 

Pairs: 4

HT121. 1101-1Grey

HT121. 1101-2Grey

HT121. 1101-3Grey

HT121. 1101-5Grey

HT121. 1102-1Grey

HT121. 1102-2Grey

HT121. 1102-3Grey

HT121. 1102-5Grey

HT121. 1201-1Grey

HT121. 1201-2Grey

HT121. 1201-3Grey

HT121. 1201-5Grey

HT121. 1202-1Grey

HT121. 1202-2Grey

HT121. 1202-3Grey

HT121. 1202-5Grey

HT121. 2101-1Grey

HT121. 2101-2Grey

HT121. 2101-3Grey

HT121. 2101-5Grey

HT121. 2102-1Grey

HT121. 2102-2Grey

HT121. 2102-3Grey

HT121. 2102-5Grey

HT121. 2201-1Grey

HT121. 2201-2Grey

HT121. 2201-3Grey

HT121. 2201-5Grey

HT121. 2202-1Grey

HT121. 2202-2Grey

HT121. 2202-3Grey

HT121. 2202-5Grey

CAT5E-PVC GREY 1m 

CAT5E-PVC GREY 2m 

CAT5E-PVC GREY 3m 

CAT5E-PVC GREY 5m 

CAT5E-PVC GREY 1m 

CAT5E-PVC GREY 2m 

CAT5E-PVC GREY 3m 

CAT5E-PVC GREY 5m 

CAT5E-FTP PVC GREY 1m 

CAT5E-FTP PVC GREY 2m 

CAT5E-FTP PVC GREY 3m 

CAT5E-FTP PVC GREY 5m 

CAT5E-FTP PVC GREY 1m 

CAT5E-FTP PVC GREY 2m 

CAT5E-FTP PVC GREY 3m 

CAT5E-FTP PVC GREY 5m 

CAT5E-LSZH GREY 1m 

CAT5E-LSZH GREY 2m 

CAT5E-LSZH GREY 3m 

CAT5E-LSZH GREY 5m 

CAT5E-LSZH GREY 1m 

CAT5E-LSZH GREY 2m 

CAT5E-LSZH GREY 3m 

CAT5E-LSZH GREY 5m 

CAT5E-FTP LSZH GREY 1m 

CAT5E-FTP LSZH GREY 2m 

CAT5E-FTP LSZH GREY 3m 

CAT5E-FTP LSZH GREY 5m 

CAT5E-FTP LSZH GREY 1m 

CAT5E-FTP LSZH GREY 2m 

CAT5E-FTP LSZH GREY 3m 

CAT5E-FTP LSZH GREY 5m 
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Part Number Description Length/m Classification

Product Description: 
With toolless modular design CAT6A 24-port patch panel matches and exceeds CAT6A 500MHZ connecting hardware specifications, suitable for interaction and 

termination of horizontal cabling between devices, equipment and centralized points.

Technical Characteristics:
Unique exterior design, simple, compact.

Unique PCB circuit board design reduces EMI/RFI interference. Low attenuation loss and high return loss.

High strength die-casted Zinc Alloy Shielding design meets the industry shielding standards.

Solid and corrosion phosphor bronze DC ensures over 250 terminations.

Termination caps prevent wire from dropping o�.

With backward compatibility of CAT6 and lower classes.

With MAX 50μ gold plate, durability is 1500 matching recycles.

Solid and easy installation design saves installation and operation costs.

Comply wlth ergonomic principle and termination-free design.

Be compatible wlth 19-inch equipment racks, cabinets, and wall mount shelf. 

All ports are clearly labeled, especially the large label in the front are helpful for ports identification.

LPA124-C6AS

CAT6A Unshielded Keystone Jacks

LPA124-C6AU

CAT6A  Unshielded Keystone Jacks

Specification Parameters:

LPA124-C6AU

LPA124-C6AS

CAT6A FTP 24 Ports Patch Panel

CAT6A UTP 24 Ports Patch Panel

Black

Black

1PCS

1PCS

10PCS

10PCS

L53.5cm×W31.3cm×H23.4cm

L53.5cm×W31.3cm×H23.4cm

17.00kg

10.00kg

Part 
Number

Description Standard 
Colour

Box
Quantity

Carton
Quantity

Carton 
Measurement

Carton 
Weight

Patch Cord

CAT5E UTP/FTP
Patch Panel

CAT6A UTP/FTP 

Mechanical Specifications: 

Regulatory Compliance/Certifications:

27 28


